
NEW! SCREEN BRACKETS
FOR ACRYLIC SHIELDS[ ]

HELP MAINTAIN PHYSICAL SEPARATION & PREVENT THE SPREAD OF 
GERMS TO PROTECT YOUR EMPLOYEES & CUSTOMERS

NEW! Screen Brackets - Individual
INDIVIDUAL - NOT SOLD IN PAIRS

#OSPMB25

#OSCLMB

#OSFSPB

PANEL MOUNT BRACKET - FOR PANELS UP TO 2" THICK 
SKU: OSPMB25 
• Available in Silver

WORK SURFACE CLAMP BRACKET - FOR 1-11/ 2" THICK 
TOPS SKU: OSCLMB 
• Available in Silver

FREE-STANDING PANEL FOOT
SKU: OSFSPB	
• Available in Silver

Brackets mount on to 1"-11/2" work surfaces when 
screens are installed as a desk divider. Brackets 
can also be mounted to the underside of the 
work surface when using a screen as a modesty 
panel. Requires work surface overhang.

STURDY, DURABLE ASSEMBLY ALL-AROUND

®
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Brackets mount between two back to back 1" work 
surfaces when screens are installed as a desk divider 
between the two work surfaces. Free-Standing Panel 
Feet can be used anywhere without attaching  to a 
work surface, for example, on the front of a reception 
counter edge.

Brackets mount on top of 2" thick partition panels when 
installed as a desk divider between other work stations. These 
brackets allow screens to be situated above thicker panels 
without directly  installing the screens to a work surface.
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Please Note: These brackets include an anti-slip, textured bot-
tom to prevent movement when mounted to desk top surface.



Screen Brackets - Pairs
SETS OF TWO

DESK MOUNT SCREEN BRACKET
SKU: PLTSDTM (Set of 2)	
• Available in Silver & Black

UNDER DESK MOUNT SCREEN BRACKET 
SKU: PLTSBUDMSGL (Set of 2)
• Available in Silver & Black

DUAL UNDER DESK MOUNT SCREEN BRACKET 
SKU: PLTSBUDMDUAL (Set of 2) 
• Available in Silver & Black

#PLTSDTM

#PLTSBUDMSGL

#PLTSBUDMDUAL
(Black Not Pictured)

Brackets mount directly to the top of the work surface when screens are installed as a desk 	
divider. Brackets can also mount to the underside of the work surface when screens are being 
used as a modesty panel. 

Brackets mount on to 1" work surfaces when screens are installed as a desk divider. Brackets can 
also be mounted to the underside of the work surface when using a screen as a modesty panel. 
Requires work surface overhang.

Brackets mount between two back to back 1" work surfaces when screens are installed as a desk 
divider between the two work surfaces. Brackets attach with wood screws to the underside of the 
workstation. Requires work surface overhang.

Please Note: Must order 1 set for each Acrylic Screen

UNDER 
MOUNT

TOP 
MOUNT

Please Note: The maximum screen size is 15"H x 60"W 
when used as a modesty panel underneath.

Finish Options - Brackets

Matte Black Silver

Please Note: Dual Brackets can be used without attaching to work surfaces.

[ OTHER BRACKETS
TO CHOOSE FROM ]

FROM RETAIL TO 
HOSPITALITY, YOU 

CAN PROTECT 
YOUR GUESTS AND 

EMPLOYEES

®




